Supplement Table 2: MR scanner systems and structural MRI sequence parameters used at the respective PRONIA sites

	PRONIA Site
	Model
	Field strength [3T]
	Coil channels
	Flip angle [deg]
	TR [ms]
	TE [ms]
	Voxel size [mm]
	FOV
	Slice number

	 Munich
	Philips Ingenia
	3
	32
	8
	9.5
	5.5
	0.97x0.97x1.0
	250 x 250
	190

	 Milan Niguarda
	Philips Achieva Intera
	1.5
	8
	12
	Shortest (8.1)
	Shortest (3.7)
	0.93x0.93x1.0
	240 x 240
	170

	Basel

	Siemens Verio
	3
	12
	8
	2000
	3.4
	1.0x1.0x1.0
	256 x 256
	176

	Cologne

	Philips Achieva
	3
	8
	8
	9.5
	5.5
	0.97x0.97x1.0
	250 x 250
	190

	Birmingham
	Philips Achieva
	3
	32
	8
	8.4
	3.8
	1.0x1.0x1.0
	288 x 288
	175

	Turku
	Philips Ingenuity
	3
	32
	7
	8.1
	3.7
	1.0x1.0x1.0
	256 x 256
	176

	Udine
	Philips Achieva
	3
	8
	12
	Shortest (8.1)
	Shortest (3.7)
	0.93x0.93x1.0
	240 x 240
	170




