SM2: Table 1. Estimate of quantities of materials used in the construction of the single- and two-storey house models with a footprint of 3×4 m at Nebelivka in 2014.
	
	Single-storey
	Two-storey

	Total volume of timber
	2.52 m3
	3.44 m3

	No of trees of 0.15 m diameter and 4 m length required
	24
	33

	Total volume of wattle
	0.29 m3
	0.56 m3

	Total volume of daub
comprised of 

Clay at roughly 80% by volume

Temper at roughly 20% by volume
	2.95 m3


2.36 m3

0.59 m3
	5.61 m3


4.49 m3

1.12 m3

	Total volume of roofing material
	3.00 m3
	3.00 m3



SM2: Table 2. Estimate of quantities of materials used in the construction of full-sized single- and two-storey houses with a footprint of 4.8×12.7 m at Maidenetske (Müller & Videiko 2016).
	
	Single-storey
	Two-storey

	Total volume of timber
	9.65 m3
	17.73 m3

	No of trees of 0.15 m diameter and 4 m length required
	92
	168

	Total volume of wattle
	1.20 m3
	2.37 m3

	Total volume of daub
comprised of 

Clay at roughly 80% by volume

Temper at roughly 20% by volume
	14.65 m3


11.72 m3

2.93 m3
	28.52 m3


22.81 m3

5.70 m3

	Total volume of roofing material
	15.24 m3
	15.24 m3
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